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USE GROUP:    B :    B B CONSTRUCTION TYPE:  IIB / NON-COMBUSTIBLE :  IIB / NON-COMBUSTIBLE IIB / NON-COMBUSTIBLE AREA OF WORK: +/-1,595 SQ. FT. +/-1,595 SQ. FT. OCCUPANCY LOAD:  B, "BUSINESS": 100 GROSS S.F. / PERSON B, "BUSINESS": 100 GROSS S.F. / PERSON BUSINESS AREA: 1,595 S.F. / 100 = 16 PERSONS
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1. CONTRACTOR(S) AND THEIR RESPECTIVE SUB CONTRACTORS CONTRACTOR(S) AND THEIR RESPECTIVE SUB CONTRACTORS AND\OR CONSULTANTS SHALL BE RESPONSIBLE FOR COORDINATING AND OBTAINING ALL REQUIRED BUILDING DEPARTMENT INSPECTIONS AND SIGN-OFFS AND SUBMIT THIS INFORMATION/DOCUMENTATION TO THE ARCHITECT/ENGINEER OF RECORD. 2. CONSULT THE MUNICIPALITY'S BUILDING DEPARTMENT FOR CONSULT THE MUNICIPALITY'S BUILDING DEPARTMENT FOR THE REQUIRED INSPECTIONS.
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1.  ALL NOTES HEREIN MENTIONED WITH THOSE ALL NOTES HEREIN MENTIONED WITH THOSE ON THE VARIOUS DRAWINGS, SHALL APPLY TO ALL DRAWINGS AND FORM PART OF THE CONTRACT. 2. WRITTEN DIMENSIONS ON THESE DRAWINGS WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALED DIMENSIONS. 3. ALL CONSTRUCTION, DIMENSIONS AND ALL CONSTRUCTION, DIMENSIONS AND DETAILS SHALL CONCUR WITH AND BE DETERMINED FROM THESE DRAWINGS ONLY. 4. PRIOR TO SUBMISSION OF THE BID.  THE PRIOR TO SUBMISSION OF THE BID.  THE CONTRACTOR SHALL VISIT THE JOB SITE TO ASCERTAIN THE ACTUAL FIELD CONDITIONS AND QUANTITIES AS THEY RELATE TO THE WORK, AS INDICATED ON THE DRAWINGS AND DESCRIBED HEREIN.  DISCREPANCIES, IF ANY, SHALL BE BROUGHT TO THE ARCHITECT'S ATTENTION PRIOR TO SUBMISSION OF THE BID. 5. THE CONTRACTOR SHALL VERIFY AND BE THE CONTRACTOR SHALL VERIFY AND BE RESPONSIBLE FOR ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THE ARCHITECT'S OFFICE MUST BE NOTIFIED OF ANY VARIATIONS FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. 6. GRAPHIC AND WRITTEN INFORMATION ON GRAPHIC AND WRITTEN INFORMATION ON THE DRAWINGS ARE SHOWN AT SPECIFIC LOCATIONS AND ARE INTENDED TO SHOW GENERAL REQUIREMENTS THROUGHOUT. DETAILS NOTED "TYPICAL" IMPLY ALL CONDITIONS TREATED SIMILARLY. MINOR MODIFICATIONS TO BE MADE BY CONTRACTOR TO ACCOMMODATE VARIATIONS. 7. THE CONTRACTOR SHALL VERIFY AND THE CONTRACTOR SHALL VERIFY AND PROTECT ALL SERVICE LINES AND EXISTING SITE AREA FROM DETERIORATION AND DAMAGE. 8. CONTRACTORS SHALL BE RESPONSIBLE CONTRACTORS SHALL BE RESPONSIBLE FOR ADEQUATE BRACING AND PROTECTING ALL WORK DURING CONSTRUCTION AGAINST DAMAGE BREAKAGES, COLLAPSE, DISTORTIONS AND OFF-ALIGNMENTS ACCORDING TO APPLICABLE CODES, STANDARDS AND GOOD PRACTICE. 9. EACH CONTRACTOR WILL BE HELD EACH CONTRACTOR WILL BE HELD STRICTLY RESPONSIBLE FOR HIS WORK ANY DISCREPANCIES IN THE PLANS OR DETAILS SHALL BE CALLED TO THE ATTENTION OF THE ARCHITECT. 10. THE ARCHITECT/ENGINEER SHALL NOT BE THE ARCHITECT/ENGINEER SHALL NOT BE RESPONSIBLE FOR THE SAFETY AND CONSTRUCTION PROCEDURES, TECHNIQUES, OR THE FAILURE OF THE BUILDER TO CARRY OUT THE WORK IN ACCORDANCE WITH THE DRAWINGS, SPECIFICATIONS, OR THE REQUIRED CODES. 11. CONTRACTOR SHALL OBTAIN ALL CONTRACTOR SHALL OBTAIN ALL NECESSARY BUILDING PERMITS. 12. ALL CODES HAVING JURISDICTION SHALL ALL CODES HAVING JURISDICTION SHALL BE OBSERVED STRICTLY IN THE CONSTRUCTION OF THE PROJECT, INCLUDING ALL APPLICABLE STATE, CITY, AND COUNTY BUILDING, ZONING, ELECTRICAL, MECHANICAL, PLUMBING, AND FIRE CODES. CONTRACTOR SHALL VERIFY ALL CODE REQUIREMENTS BEFORE COMMENCEMENT OF CONSTRUCTION AND BRING ANY DISCREPANCIES BETWEEN CODE REQUIREMENTS AND THE CONSTRUCTION DOCUMENTS TO THE ATTENTION OF THE ARCHITECT IN WRITING. 13. ALL CODES, TRADE STANDARDS, AND ALL CODES, TRADE STANDARDS, AND MANUFACTURER'S INSTRUCTIONS REFERENCED IN THE CONTRACT DOCUMENTS SHALL BE THE LATEST EDITION. 14. ALL MATERIALS AND PRODUCTS SHALL BE ALL MATERIALS AND PRODUCTS SHALL BE INSTALLED IN STRICT ACCORDANCE WITH THE MANUFACTURERS' INSTRUCTIONS AND RECOMMENDATIONS. 15. ALL MANUFACTURERS' PRINTED WARNINGS ALL MANUFACTURERS' PRINTED WARNINGS FOR HANDLING OF PRODUCTS MUST BE STRICTLY OBSERVED. THE WORDS "OR APPROVED EQUAL" ARE TO BE ASSUMED WHENEVER A SPECIFIC MANUFACTURER IS NOTED. 16. ALL MATERIALS AND CONSTRUCTION TO BE ALL MATERIALS AND CONSTRUCTION TO BE INCORPORATED INTO THE WORK SHALL BE IN STRICT ACCORDANCE WITH THE LATEST EDITION OF THE ASTM SPECIFICATIONS APPLICABLE, AND TO CONFORM TO THE STANDARDS AND RECOMMENDATIONS OF THE VARIOUS TRADE INSTITUTES (A.C.I. , A.I.S.C. , ETC.) WHERE APPLICABLE.  ALL MATERIALS INCORPORATED INTO THE WORK SHALL BE NEW. 17. ALL MATERIALS, EQUIPMENT AND TYPES OR ALL MATERIALS, EQUIPMENT AND TYPES OR METHODS OF CONSTRUCTION SHALL IN NO EVENT BE LESS THAN THAT NECESSARY TO CONFORM TO THE REQUIREMENTS OF ALL APPLICABLE CODES, HANDICAPPED REQUIREMENTS ORDINANCES, CHARTERS, ETC., OF THE REQUIRED GOVERNING AUTHORITIES.   18. EQUIPMENT SERVICES FOR EQUIPMENT, SLAB EQUIPMENT SERVICES FOR EQUIPMENT, SLAB OPENINGS, ETC., ARE BASED ON CURRENT MANUFACTUERS' REQUIREMENTS. THESE MAY CHANGE WITH UPDATED OR SUBSTITUTED EQUIPMENT, SERVICES AND SLAB OPENINGS SHALL BE COORDINATED AND UPDATED BY THE CONTRACTOR(S). 19. SHOP DRAWINGS ARE REQUIRED FOR SHOP DRAWINGS ARE REQUIRED FOR MECHANICAL, ELECTRICAL, AND SPECIALIZED CONSTRUCTION. SHOP DRAWINGS SHALL BE SUBMITTED TO THE ARCHITECT/ENGINEER FOR REVIEW FOR DESIGN CONFORMANCE WITH THE DESIGN CONCEPT OF THE WORK. IN AREAS WHERE THE DRAWINGS DO NOT ADDRESS METHODOLOGY, THE CONTRACTOR SHALL BE BOUND TO PERFORM IN STRICT COMPLIANCE WITH THE MANUFACTURER'S SPECIFICATIONS AND/OR REQUIREMENTS. 20. THE ELECTRICAL OUTLETS AND PLUMBING THE ELECTRICAL OUTLETS AND PLUMBING SHOWN ON THE ARCHITECTURAL DRAWINGS ARE TO CLARIFY THE FUNCTIONAL PATTERNS OF THE ROOM.   21. ALL CONCRETE BASES FOR MECHANICAL ALL CONCRETE BASES FOR MECHANICAL AND ELECTRICAL EQUIPMENT, WHERE REQUIRED BY EQUIPMENT MANUFACTURERS, SHALL BE FURNISHED AND COORDINATED BY THE CONTRACTOR.  THE EXACT SIZE, HEIGHT, LOCATION AND STRENGTH SHALL BE OBTAINED FROM THE CONTRACTOR'S APPROVED SHOP DRAWINGS AND VERIFIED BY THE ARCHITECT. 22. THE CONTRACTOR SHALL MAKE NO THE CONTRACTOR SHALL MAKE NO STRUCTURAL CHANGES WITHOUT WRITTEN APPROVAL FROM THE ARCHITECT/ENGINEER. 23. CONTRACTOR SHALL FURNISH AND INSTALL CONTRACTOR SHALL FURNISH AND INSTALL ANGLES, STRUTS, BRACKETS, TOGGLES, EYE BOLTS AND ALL ACCESSORIES REQUIRED TO PROPERLY SUPPORT BRACE AND/ OR REINFORCE ALL FINISHES, FRAMES, EQUIPMENT, ETC. 24. ALL WALLS ARE DIMENSIONED TO NOMINAL ALL WALLS ARE DIMENSIONED TO NOMINAL THICKNESS. 25. ALL DIMENSIONS TO GYPSUM WALL BOARD ALL DIMENSIONS TO GYPSUM WALL BOARD PARTITIONS ARE TO THE FACE OF BOARD UNLESS OTHERWISE NOTED. 26. PARTITIONS SHALL REST DIRECTLY UPON PARTITIONS SHALL REST DIRECTLY UPON THE CONCRETE FLOOR CONSTRUCTION AND SHALL EXTEND TO THE CONCRETE CONSTRUCTION OF THE FLOOR OR ROOF ABOVE. SEE WALL PARTITION TYPES. 27. WHERE FIRE RATED PARTITIONS ARE WHERE FIRE RATED PARTITIONS ARE SCHEDULE, CONTRACTOR SHALL PROVIDE TYPE X GYPSUM WALL BOARD. 28. WET WALL SIDE OF PARTITIONS SHALL BE WET WALL SIDE OF PARTITIONS SHALL BE 5/8" WATER RESISTANT GYPSUM WALL BOARD. 29. CONDUITS IN FIRE-RATED PARTITIONS WILL CONDUITS IN FIRE-RATED PARTITIONS WILL NOT EXCEED 3/4" DIAMETER. OUTLETS IN SUCH PARTITIONS WILL BE BACKED UP WITH APPROVED MATERIALS. 30. PENETRATIONS AND OPENINGS IN PENETRATIONS AND OPENINGS IN FIRE-RATED WALLS, PARTITIONS OR FLOORS FOR PIPE SLEEVES, MEDICINE CABINETS, HAMPERS, ELECTRICAL DEVICES, ETC. SHALL BE PACKED AND SEALED WITH APPROPRIATE FIRESTOPPING MATERIAL. 31. NO CONDUITS, PIPES, MEDICINE CABINETS, NO CONDUITS, PIPES, MEDICINE CABINETS, ETC., SHALL ENCROACH UPON FIRE RATED PARTITIONS ENCLOSING PUBLIC CORRIDORS, STAIRS, ELEVATOR SHAFTS  OR EXIT DOORS SHALL BE READILY OPENABLE AT ALL TIMES FROM THE SIDE FROM WHICH EGRESS IS TO BE MADE.  DOORS OPENING INTO THE INTERIOR ENCLOSED STAIR SHALL NOT BE LOCKED FROM EITHER SIDE EXCEPT THAT DOORS MAY BE LOCKED TO PREVENT ACCESS TO THE STAIR FROM THE OUTDOORS AT THE STREET LEVEL. 32. ALL DOORS TO REQUIRED EXIT STAIRS ALL DOORS TO REQUIRED EXIT STAIRS SHALL NOT BE LESS THAN 32" WIDE UNLESS OTHERWISE NOTED. 33. ALL DOORS SHALL NOT BE LESS THAN 80" ALL DOORS SHALL NOT BE LESS THAN 80" IN HEIGHT, UNLESS OTHERWISE NOTED. 34. ALL EXITS SHALL BE READILY ACCESSIBLE ALL EXITS SHALL BE READILY ACCESSIBLE AND UNOBSTRUCTED AT ALL TIMES. EXIT SIGNS SHALL BE INTERNALLY LIGHTED, HAVING A BRIGHTNESS OF THE LETTERS OF AT LEAST .06 FEET LAMBERT.  LETTERS SHALL BE RED. THE BACKGROUND SHALL BE WHITE, LETTERS SHALL BE BLOCK LETTERING, AT LEAST 6" HIGH, WITH 3/4" STROKES.  (1023.0) 35. EXIT DOORS SHALL BE READILY OPENABLE EXIT DOORS SHALL BE READILY OPENABLE AT ALL TIMES FROM THE SIDE FROM WHICH EGRESS IS TO BE MADE.  DOORS OPENING INTO THE INTERIOR ENCLOSED  STAIR SHALL NOT BE LOCKED FROM EITHER SIDE EXCEPT THAT DOORS MAY BE LOCKED TO PREVENT ACCESS TO THE STAIR FROM THE OUTDOORS AT THE STREET LEVEL. 36. ALL WIRE GLASS IN RATED DOORS AND ALL WIRE GLASS IN RATED DOORS AND WINDOWS WILL BE OF TYPE "A" APPROVED BY THE UNDERWRITERS LABORATORIES. 37. LOCATION OF EVERY EXIT ON EVERY LOCATION OF EVERY EXIT ON EVERY FLOOR SHALL BE CLEARLY INDICATED BY EXIT SIGNS.  PLACED, IF REQUIRED, AT AN ANGLE WITH THE EXIT OPENING. INSTALL DIRECTIONAL SIGNS TO SERVE AS A GUIDE FROM ALL PORTIONS OF THE  CORRIDOR OR FLOOR.  SIGNS SHALL BE ON A SEPARATE CIRCUIT TAKEN OFF AHEAD OF THE MAIN SWITCH. 38. ILLUMINATION OF AT LEAST 5 ILLUMINATION OF AT LEAST 5 FOOTCANDLES MEASURED AT THE FLOOR LEVEL SHALL BE MAINTAINED CONTINUOUSLY IN EXITS AND THEIR ACCESS FACILITIES FINISH FLOORING IN ALL EXITS SHALL BE OF NON-COMBUSTIBLE MATERIALS. 39. FINISH FLOORING IN ALL EXITS SHALL BE FINISH FLOORING IN ALL EXITS SHALL BE OF NON-COMBUSTIBLE MATERIALS. 40. ALL SPACES SHALL COMPLY WITH THE ALL SPACES SHALL COMPLY WITH THE REQUIREMENTS OF THE A.D.A. ACCESSIBILITY GUIDELINES. 41. PROVISIONS FOR THE PHYSICALLY PROVISIONS FOR THE PHYSICALLY DISABLED SHALL CONFORM TO THE "BARRIER FREE SUBCODE, N.J.A.C. 5:23-7." 42. WHERE POSSIBLE, NEW CEILING GRILLES, WHERE POSSIBLE, NEW CEILING GRILLES, SPRINKLERS, EXIT SIGNS ETC., SHALL BE CENTERED ON CEILING TILES, BETWEEN LIGHT FIXTURES, AND BETWEEN WALLS, U.O.N. 43. LOCATION OF LIGHT FIXTURES, MECHANICAL LOCATION OF LIGHT FIXTURES, MECHANICAL FIXTURES, SPRINKLERS, ETC., SHALL BE COORDINATED WITH ALL TRADES AS REQUIRED, TO PROVIDE THE LOCATIONS, SPACING, AND ALIGNMENTS SHOWN ON THIS DRAWING OR REQUIRED BY OTHER TRADES AND/OR CODE REQUIREMENTS.  VERIFY CONFLICTS WITH THE ARCHITECT. 44. AT EACH END OF LIGHT FIXTURE, USE AN AT EACH END OF LIGHT FIXTURE, USE AN INTERLOCKING CROSS TEE OR LOCKING BAR. 45. THE TOTAL WEIGHT OF A LIGHT FIXTURE THE TOTAL WEIGHT OF A LIGHT FIXTURE AND OTHER EQUIPMENT (AIR BOXES, ETC.) AND CEILING MATERIAL SUPPORTED BY THE MAIN BEAM MUST NOT EXCEED THE ALLOWABLE DEFLECTION OF 1/360 OF ITS SPAN. DEFLECTION DATA MUST BE FURNISHED AND CERTIFIED BY MANUFACTURER 46. SURFACE OR PENDANT FIXTURES MUST BE SURFACE OR PENDANT FIXTURES MUST BE INDEPENDENTLY SUPPORTED FROM SLAB, DECK OR STRUCTURAL STEEL. 47. ALL DRAWINGS SHALL BE FULLY ALL DRAWINGS SHALL BE FULLY COORDINATED BY CONTRACTOR TO VERIFY ALL DIMENSIONS, LOCATE DEPRESSED SLABS, SLOPES, DRAINS, OUTLETS, RECESSES, REGLETS, BOLT SETTINGS, SLEEVES, ETC. 48. PATCHING OF EXISTING FLOORS, WALLS, PATCHING OF EXISTING FLOORS, WALLS, AND CEILINGS WHERE REQUIRED SHALL BE SMOOTH AND UNIFORM WITH EXISTING FINISHES. 49. ALL EXIT DOORS SHALL HAVE EXIT ALL EXIT DOORS SHALL HAVE EXIT HARDWARE AND CLOSING DEVICES AS REQUIRED BY CODE. 50. CONTRACTOR TO FURNISH & INSTALL FIRE CONTRACTOR TO FURNISH & INSTALL FIRE EXTINGUISHERS AS PER CODE. 
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THIS PROJECT HAS BEEN DESIGNED UNDER THE FOLLOWING CODES: BUILDING CODE:  INTERNATIONAL BUILDING CODE, NEW JERSEY EDITION, 2015 (NJAC 5:23-3.14) INTERNATIONAL BUILDING CODE, NEW JERSEY EDITION, 2015 (NJAC 5:23-3.14) PLUMBING CODE:  NATIONAL STANDARD PLUMBING CODE, 2015 (NJAC 5:23-3.15) NATIONAL STANDARD PLUMBING CODE, 2015 (NJAC 5:23-3.15) MECHANICAL CODE: INTERNATIONAL MECHANICAL CODE, 2015 (NJAC 5:23-3.20) : INTERNATIONAL MECHANICAL CODE, 2015 (NJAC 5:23-3.20) INTERNATIONAL MECHANICAL CODE, 2015 (NJAC 5:23-3.20) GAS CODE:   INTERNATIONAL FUEL GAS CODE, 2015 (NJAC 5:23-3.22) INTERNATIONAL FUEL GAS CODE, 2015 (NJAC 5:23-3.22) ELECTRICAL CODE: NATIONAL ELECTRICAL CODE, 2014 (NJAC 5:23-3.16) NATIONAL ELECTRICAL CODE, 2014 (NJAC 5:23-3.16) STANDARDS FOR THE INSTALLATION OF AIR CONDITIONING & VENTILATION SYSTEMS NFPA 90A-2012  NFPA 90A-2012 INSTALLATION OF SPRINKLERS SYSTEMS NFPA 13-2013  NFPA 13-2013 ACCESSIBILITY CODES: ICC/ANSI A117.1 ACCESSIBLE & USABLE BUILDING & FACILITIES, 2009 ICC/ANSI A117.1 ACCESSIBLE & USABLE BUILDING & FACILITIES, 2009 RECOMMENDATIONS OF MODIFICATION TO ACCESSIBILITY STDS FOR       CHILDREN'S ENVIRONMENTS, PREPARED BY NJDCA, 3/2003 REHABILITATION CODE: REHABILITATION SUBCODE (NJAC 5:23-6, 2012)REHABILITATION SUBCODE (NJAC 5:23-6, 2012)
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ALL MEANS OF EGRESS DOORS SHALL BE READILY OPEN-ABLE FROM THE SIDE FROM WHICH EGRESS IS TO BE MADE WITHOUT THE USE OF A KEY, OR SPECIAL KNOWLEDGE , AND/OR EFFORT LENGTH OF EXIT ACCESS: 'B' = 100'-0" MAXIMUM WITH 'B' = 100'-0" MAXIMUM WITH SPRINKLERS                         
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SPECIFICATIONS 7.1 BUILDING INSULATION: BUILDING INSULATION: : A. FURNISH AND INSTALL THE FOLLOWING ITEMS: FURNISH AND INSTALL THE FOLLOWING ITEMS: 1. BUILDING INSULATION BUILDING INSULATION a. SOUND PARTITION BATTS FOR INTERIOR WALLS SOUND PARTITION BATTS FOR INTERIOR WALLS 2. MANUFACTURERS: MANUFACTURERS: a. JOHNS-MANVILLE JOHNS-MANVILLE b. OWENS-CORNING FIBERGLASS OWENS-CORNING FIBERGLASS c. DOW STYROFOAM 5M BRAND INSULATION DOW STYROFOAM 5M BRAND INSULATION 3. MATERIALS: MATERIALS: a. ASTM C 665 SOUND BATT TYPE I UN-FACED, CLASS C - 3 " ASTM C 665 SOUND BATT TYPE I UN-FACED, CLASS C - 3 " 12" b. DEFINITION OF R-VALVE DESIGNATION: THERMAL RESISTANCE OF DEFINITION OF R-VALVE DESIGNATION: THERMAL RESISTANCE OF INSULATION  ONLY, NOT INCLUDING ALLEGED AIR SPACES OR OTHER FACTORS ASSUMED TO  RESULT IN HIGHER R-VALUES. c. NAILS OR STAPLES: STEEL WIRE; GALVANIZED; TYPE AND SIZE TO SUIT  NAILS OR STAPLES: STEEL WIRE; GALVANIZED; TYPE AND SIZE TO SUIT  APPLICATION. 4. PREPARATION: PREPARATION: a. VERIFY ADJACENT MATERIALS ARE DRY AND READY TO RECEIVE VERIFY ADJACENT MATERIALS ARE DRY AND READY TO RECEIVE INSTALLATION b. VERIFY MECHANICAL AND ELECTRICAL SERVICES WITHIN WALLS HAVE VERIFY MECHANICAL AND ELECTRICAL SERVICES WITHIN WALLS HAVE BEEN  INSTALLED AND TESTED 5. INSTALLATION (BATT): INSTALLATION (BATT): a. INSTALL BATT INSULATION IN ACCORDANCE WITH MANUFACTURER'S INSTALL BATT INSULATION IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS b. INSTALL BATT INSULATION IN EXTERIOR WALLS AND SOFFIT SPACES INSTALL BATT INSULATION IN EXTERIOR WALLS AND SOFFIT SPACES WITHOUT  GAPS OR VOIDS c. TRIM INSULATION NEATLY TO FIT SPACES. USE BATTS FREE OF DAMAGE TRIM INSULATION NEATLY TO FIT SPACES. USE BATTS FREE OF DAMAGE d. FIT INSULATION TIGHT IN SPACES AND TIGHT TO EXTERIOR SIDE OF  FIT INSULATION TIGHT IN SPACES AND TIGHT TO EXTERIOR SIDE OF  MECHANICAL AND ELECTRICAL SERVICES WITHIN THE PLANE OF INSULATION.  LEAVE NO GAPS OR VOIDS e. INSTALL INSULATION WITH FACTORY APPLIED MEMBRANE FACING WARM INSTALL INSULATION WITH FACTORY APPLIED MEMBRANE FACING WARM SIDE OF  BUILDING SPACES. LAP ENDS AND SIDE FLANGES OF MEMBRANE BETWEEN FRAMING  MEMBERS. STAPLE OR NAIL IN PLACE AT MAXIMUM 6 INCHES OC 7.2 FIRESTOPPING: FIRESTOPPING: : A. PROVIDE APPROVED FIRESTOPPING AT THE LOCATIONS LISTED BELOW: PROVIDE APPROVED FIRESTOPPING AT THE LOCATIONS LISTED BELOW: 1. CONCEALED WALL SPACE: FIRESTOPPING SHALL BE PROVIDED IN CONCEALED WALL SPACE: FIRESTOPPING SHALL BE PROVIDED IN : FIRESTOPPING SHALL BE PROVIDED IN CONCEALED SPACES OF STUD WALLS AND PARTITIONS, INCLUDING FURRED SPACES, AT THE CEILING AND FLOOR LEVELS. 2. CONNECTIONS BETWEEN HORIZONTAL AND VERTICAL SPACES: CONNECTIONS BETWEEN HORIZONTAL AND VERTICAL SPACES: : FIRESTOPPING SHALL BE PROVIDED AT ALL INTERCONNECTIONS BETWEEN VERTICAL AND HORIZONTAL SPACES SUCH AS OCCUR AT SOFFITS OVER CABINETS, DROP CEILINGS, COVE CEILINGS AND SIMILAR LOCATIONS. 3. EXCEPT WHERE SPECIFICALLY INDICATED ABOVE AND IN SECTION 7.4, EXCEPT WHERE SPECIFICALLY INDICATED ABOVE AND IN SECTION 7.4, FIRESTOPS SHALL CONSIST OF APPROVED NONCOMBUSTIBLE MATERIALS OR OF MATERIALS OF TWO THICKNESSES OF  LUMBER WITH BROKEN LAP-JOINT, OR ONE THICKNESS OF 23/32” PLYWOOD WITH JOINTS BACKED BY 23/32 PLYWOOD, OR OF 2” LUMBER INSTALLED WITH TIGHT JOINTS.  THE INTEGRITY OF ALL FIRESTOPPING SHALL BE CONTINUOUSLY MAINTAINED.  FIRESTOPPING SHALL NOT BE CONCEALED FROM VIEW UNTIL INSPECTED AND APPROVED. 7.3 FIRESTOPPING & SMOKESTOPPING (PENETRATIONS THRU FIRE RELATED FIRESTOPPING & SMOKESTOPPING (PENETRATIONS THRU FIRE RELATED CONSTRUCTION: : A. PROVIDE THROUGH-PENETRATION SYSTEMS AT ALL PENETRATIONS THROUGH PROVIDE THROUGH-PENETRATION SYSTEMS AT ALL PENETRATIONS THROUGH FIRE-RATED PARTITIONS AND SMOKE STOPPING AT ALL PENETRATIONS THROUGH SMOKE BARRIERS.  PENETRATIONS INCLUDE, BUT ARE NOT LIMITED TO PIPES, DUCTS, CONDUIT, CABLES/WIRES NOT IN CONDUIT, & THE JOINTS BETWEEN FIRE RATED PARTITIONS & OTHER CONSTRUCTION. B. ALL ASSEMBLIES SHALL BE TESTED AND LABELED BY UNDERWRITERS ALL ASSEMBLIES SHALL BE TESTED AND LABELED BY UNDERWRITERS LABORATORIES INC. OR FACTORY MUTUAL AND UNLESS NOTED OTHERWISE, SHALL BEAR A RATING AT LEAST AS HIGH AS THAT OF THE FIRE-RATED ASSEMBLY PENETRATED. C. IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE TYPES OF IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE TYPES OF PENETRATIONS TO BE SEALED AND TO SELECT APPROPRIATE FIRESTOPPING ASSEMBLIES.  CONTRACTOR SHALL COORDINATE INSTALLATION OF SLEEVES AND OTHER COMPONENTS OF THE FIRESTOPPING WITH RELATED TRADES.  ALLOW FOR NORMAL EXPANSION AND CONTRACTION MOVEMENT OF THE PENETRATING ITEM WITHOUT FAILURE OF THE SEAL. D. WALL PENETRATION (DUCTS): PROVIDE APPROVED RATED FIRE DAMPERS (UL WALL PENETRATION (DUCTS): PROVIDE APPROVED RATED FIRE DAMPERS (UL : PROVIDE APPROVED RATED FIRE DAMPERS (UL 555) AT DUCT PENETRATIONS LOCATED WITHIN THE FIRE-RATED WALL ASSEMBLIES.  PROVIDE FUSIBLE-LINK DAMPERS WHICH ACTIVATE TO CLOSE IN THE EVENT OF A FIRE.  ACCESS SHALL BE PROVIDED TO FIRE DAMPERS FOR INSPECTION AND SERVICING. E. CEILING PENETRATIONS: FOR PENETRATION OF THE CEILING MEMBRANE OF A CEILING PENETRATIONS: FOR PENETRATION OF THE CEILING MEMBRANE OF A : FOR PENETRATION OF THE CEILING MEMBRANE OF A FLOOR/CEILING ASSEMBLY, OPENINGS TO ACCOMMODATE NONCOMBUSTIBLE CONDUITS, PIPES, TUBES, ELECTRICAL OUTLETS, OR AIR DUCTS ARE PERMITTED PROVIDED THAT ALL OF THE FOLLOWING APPLY: (1) THE AGGREGATE AREA OF SUCH OPENINGS IS LESS THAN 100 SQ. INCHES IN ANY 100 SQ. FEET OF CEILING AREA;  (2) THE SPACE AROUND THE CEILING PENETRATION IS FIRESTOPPED WITH APPROVED MATERIALS; AND (3) LABELED CEILING DAMPERS SHALL BE INSTALLED AT THE CEILING LINE WHERE NONCOMBUSTIBLE AIR DUCT PENETRATE THE CEILING.  WHERE ANY OF THE ABOVE CONDITIONS ARE NOT MET, FOLLOW THE REQUIREMENTS FOR WALL PENETRATIONS ABOVE (SEE ITEM 7.4/E) 7.4 JOINT SEALANTS: JOINT SEALANTS: : A. INTERIOR JOINTS: ELASTOMERIC, ONE-PART, NON-SAG, MILDEW RESISTANT, INTERIOR JOINTS: ELASTOMERIC, ONE-PART, NON-SAG, MILDEW RESISTANT, : ELASTOMERIC, ONE-PART, NON-SAG, MILDEW RESISTANT, PAINTABLE, ACRYLIC-EMULSION LATEX SEALANT. B. JOINT FINISH: CONCAVE. JOINT FINISH: CONCAVE. : CONCAVE. 1. FRAMES TOO LARGE TO SHIP IN ONE PIECE, LOCATED AND DETAIL FIELD FRAMES TOO LARGE TO SHIP IN ONE PIECE, LOCATED AND DETAIL FIELD SPLICE JOINTS AND INDICATED COMPLETE INSTRUCTIONS FOR MAKING FIELD SPLICES 2. DETAIL JOINTS REQUIRED TO ACCOMMODATE EXPANSION JOINT MOVEMENT DETAIL JOINTS REQUIRED TO ACCOMMODATE EXPANSION JOINT MOVEMENT D. FRAMES (EXCEPT AS OTHERWISE REQUIRED FOR LABELED FRAMES) FRAMES (EXCEPT AS OTHERWISE REQUIRED FOR LABELED FRAMES) 1. FRAMES SHALL BE COMBINATION BUCK, FRAME AND TRIM TYPE FRAMES SHALL BE COMBINATION BUCK, FRAME AND TRIM TYPE 2. MINIMUM GAGES: 16 INTERIOR, 14 EXTERIOR MINIMUM GAGES: 16 INTERIOR, 14 EXTERIOR 3. BRAKE-FORM STEEL SHEETS: BRAKE-FORM STEEL SHEETS: a. PROVIDE PROFILES AND SHAPES FREE OF WARP, BUCKLES, FRACTURES, PROVIDE PROFILES AND SHAPES FREE OF WARP, BUCKLES, FRACTURES, OR OTHER    DEFECTS b. FORM STOPS INTEGRAL WITH FRAMES UNLESS OTHERWISE SHOWN FORM STOPS INTEGRAL WITH FRAMES UNLESS OTHERWISE SHOWN 4. CORNERS AND CONNECTIONS SHALL BE MITERED AND WELDED WITH CORNERS AND CONNECTIONS SHALL BE MITERED AND WELDED WITH EXPOSED WELDS GROUND FLUSH AND SMOOTH 5. ANCHORS: ANCHORS: a. PROVIDE AN ANCHOR AT EACH JAMB FOR EACH 2 FEET 6 INCHES OF PROVIDE AN ANCHOR AT EACH JAMB FOR EACH 2 FEET 6 INCHES OF DOOR HEIGHT OF FRACTION THEREOF b. VARY ANCHOR TYPES TO PROVIDE POSITIVE FASTENING TO ADJACENT VARY ANCHOR TYPES TO PROVIDE POSITIVE FASTENING TO ADJACENT CONSTRUCTION c. SECURE A METAL CLIP ANGLE AT BOTTOM OF EACH JAMB MEMBER FOR SECURE A METAL CLIP ANGLE AT BOTTOM OF EACH JAMB MEMBER FOR ANCHORING TO FLOOR, WITH A MINIMUM OF TWO FASTENERS 6. STOPS: STOPS: a. APPLIED STOPS SHALL BE FORMED OF 18 GAGE STEEL, CORNERS MADE APPLIED STOPS SHALL BE FORMED OF 18 GAGE STEEL, CORNERS MADE TO A CLOSE NEAT FIT, AND SECURED AT 12 INCH INTERVALS WITH COUNTERSUNK SHEET METAL SCREWS E. COLOR: CLOSELY MATCH ADJACENT FINISHES. COLOR: CLOSELY MATCH ADJACENT FINISHES. : CLOSELY MATCH ADJACENT FINISHES. F. PRIMER: AS RECOMMENDED BY SEALANT MANUFACTURER. PRIMER: AS RECOMMENDED BY SEALANT MANUFACTURER. : AS RECOMMENDED BY SEALANT MANUFACTURER. G. SEALANT BACKERS: AS RECOMMENDED BY SEALANT MANUFACTURER.  SEALANT BACKERS: AS RECOMMENDED BY SEALANT MANUFACTURER.  : AS RECOMMENDED BY SEALANT MANUFACTURER.  PREFORMED, FLEXIBLE, NON-ABSORBANT, COMPRESSIBLE POLYURETHANE FOAM (NON-GASSING) OR SELF ADHESIVE PLASTIC TAPE. DIVISION 8 - DOORS & WINDOWS 8.1  HOLLOW METAL DOORS AND FRAMES: HOLLOW METAL DOORS AND FRAMES: : A. FURNISH: FURNISH: 1. HOLLOW METAL DOORS HOLLOW METAL DOORS 2. HOLLOW (PRESSED) METAL FRAMES FOR DOORS AND TRIMMED OPENINGS HOLLOW (PRESSED) METAL FRAMES FOR DOORS AND TRIMMED OPENINGS 3. SHOP DRAWINGS SHOP DRAWINGS 4. CERTIFICATIONS CERTIFICATIONS 5. WARRANTY WARRANTY B. MANUFACTURER: ONE OF THE FOLLOWING, OR AN APPROVED SUBSTITUTE: MANUFACTURER: ONE OF THE FOLLOWING, OR AN APPROVED SUBSTITUTE: 1. ACME & DORF METAL DOOR CORP, NJ ACME & DORF METAL DOOR CORP, NJ 2. ACME STEEL DOOR CORP, NY, NY ACME STEEL DOOR CORP, NY, NY 3. BUILT-RITE STEEL BUCK CO, WESTBURY, NY BUILT-RITE STEEL BUCK CO, WESTBURY, NY 4. PIONEER FIREPROOF DOOR CORP, CARLSTADT, NJ PIONEER FIREPROOF DOOR CORP, CARLSTADT, NJ 5. WILLIAMSBURGH STEEL PRODUCTS CO, BROOKLYN, NY WILLIAMSBURGH STEEL PRODUCTS CO, BROOKLYN, NY 6. APPROVED EQUAL APPROVED EQUAL C. SHOP DRAWINGS SHOP DRAWINGS 1. SUBMIT SHOP DRAWINGS COVERING EACH TYPE OF DOOR AND FRAME, SUBMIT SHOP DRAWINGS COVERING EACH TYPE OF DOOR AND FRAME, FRAME CONDITIONS, AND COMPLETE ANCHORAGE DETAILS, SUPPLEMENTED BY SUITABLE SCHEDULES COVERING DOORS AND FRAMES 2. SHOW GLASS AND LOUVER OPENING SIZES AND LOCATIONS IN DOORS SHOW GLASS AND LOUVER OPENING SIZES AND LOCATIONS IN DOORS 3. DETAIL CONNECTIONS OF HOLLOW METAL WORK TO STRUCTURAL STEEL DETAIL CONNECTIONS OF HOLLOW METAL WORK TO STRUCTURAL STEEL FRAMING CONCEALED IN HOLLOW METAL WORK D. DOORS (EXCEPT AS REQUIRED FOR LABELED DOORS) DOORS (EXCEPT AS REQUIRED FOR LABELED DOORS) 1. FACE SHEETS SHALL BE OF 18 GAGE STEEL FACE SHEETS SHALL BE OF 18 GAGE STEEL 2. DOORS SHALL BE 1 3/4" THICK UNLESS OTHERWISE INDICATED DOORS SHALL BE 1 3/4" THICK UNLESS OTHERWISE INDICATED 3. TOPS AND SIDES OF DOORS SHALL BE CLOSED FLUSH WITH EDGE OF DOOR TOPS AND SIDES OF DOORS SHALL BE CLOSED FLUSH WITH EDGE OF DOOR 4. INTERNAL STIFFENERS: INTERNAL STIFFENERS: a. MINIMUM 20 GAGE STEEL MINIMUM 20 GAGE STEEL b. SPACE AT NOT OVER 6" CENTERS SPACE AT NOT OVER 6" CENTERS c. SPOT WELD TO FACE PANELS AT A MAXIMUM 5 INCH INTERVALS SPOT WELD TO FACE PANELS AT A MAXIMUM 5 INCH INTERVALS 5. VERTICAL AND TOP EDGES OF FACE PANELS SHALL BE JOINTED AND VERTICAL AND TOP EDGES OF FACE PANELS SHALL BE JOINTED AND WELDED ON MAXIMUM 6 INCH CENTERS, THEN GROUND SMOOTH AND FILLED WITH MINERAL FILLER TO CONCEAL SEAMS 6. SOUND DEADENING: INTERIOR SURFACES SHALL BE TREATED WITH A SOUND DEADENING: INTERIOR SURFACES SHALL BE TREATED WITH A SOUND-DEADENING MATERIAL TO ELIMINATE METALLIC RING 8.2  FLUSH WOOD DOORS: FLUSH WOOD DOORS: : A. FURNISH: FURNISH: 1. INTERIOR (LABELED AND NON-LABELED) SOLID CORE FLUSH WOOD DOORS INTERIOR (LABELED AND NON-LABELED) SOLID CORE FLUSH WOOD DOORS 2. SAMPLES AND SHOP DRAWINGS SAMPLES AND SHOP DRAWINGS 3. CERTIFICATIONS CERTIFICATIONS 4. WARRANTY WARRANTY B. SUBMIT SHOP DRAWINGS FOR EACH SPECIFIC ITEM, TO SHOW LAYOUT OF THE SUBMIT SHOP DRAWINGS FOR EACH SPECIFIC ITEM, TO SHOW LAYOUT OF THE ITEM AND CONSTRUCTION DETAILS, SUCH AS SNAPS AND SIZES OF PARTS, METHODS OF CONSTRUCTION, ATTACHMENT, SETTING, ETC C. SUBMIT SAMPLES AS REQUIRED. SUBMIT FACE VENEER SAMPLES FOR EACH SUBMIT SAMPLES AS REQUIRED. SUBMIT FACE VENEER SAMPLES FOR EACH SPECIES SPECIFIED. SAMPLES SHALL REPRESENT THE FULL RANGE OF COLOR, GRAIN PATTERN AND FIGURE OF MATERIALS TO BE USED. ALL SAMPLES MUST BE APPROVED BY THE ARCHITECT BEFORE ORDER IS PLACED FOR THE FULL QUANTITIES OF THE VARIOUS MATERIALS D. MATERIALS: MATERIALS: 1. ACCEPTABLE MANUFACTURER'S SHALL BE WEYERHAEUSER CO, EGGERS ACCEPTABLE MANUFACTURER'S SHALL BE WEYERHAEUSER CO, EGGERS HARDWOOD PRODUCTS CORP, MOHAWK FLUSH DOORS, INC, CRAFTMASTER OR APPROVED EQUAL 2. CORE CONSTRUCTION CORE CONSTRUCTION 3. FIRE-RATED SOLID CORE DOORS FIRE-RATED SOLID CORE DOORS 4. FACES AND AWI GRADE: PROVIDE FACES AND GRADE TO MATCH FACES AND AWI GRADE: PROVIDE FACES AND GRADE TO MATCH NON-RATED DOORS IN SAME AREA OF BUILDING, UNLESS OTHERWISE INDICATED 5. CORE CONSTRUCTION: MANUFACTURER'S STANDARD CORE CONSTRUCTION CORE CONSTRUCTION: MANUFACTURER'S STANDARD CORE CONSTRUCTION AS REQUIRED TO PROVIDE FIRE-RESISTANCE RATING INDICATED 6. EDGE CONSTRUCTION: PROVIDE MANUFACTURER'S STANDARD LAMINATE EDGE CONSTRUCTION: PROVIDE MANUFACTURER'S STANDARD LAMINATE EDGE CONSTRUCTION FOR IMPROVED SCREW-HOLDING CAPABILITY AND SPLIT RESISTANCE OVER EDGES COMPOSED OF A SINGLE LAYER OF TREATED LUMBER E. FINISHES: FINISHES: 1. PROVIDE PREMIUM GRADE VENEERS ACCORDING TO CS 171-58. ALL PROVIDE PREMIUM GRADE VENEERS ACCORDING TO CS 171-58. ALL EXPOSED VENEERS SHALL BE PLAIN SLICED RED OAK, STAIN GRADE a. FLITCHES SHALL EXTEND THE FULL LENGTH OF VENEERED SURFACE IN FLITCHES SHALL EXTEND THE FULL LENGTH OF VENEERED SURFACE IN ONE PIECE b. SIDE EDGE STRIPS OF DOORS SHALL BE SAME SPECIES AS EXPOSED SIDE EDGE STRIPS OF DOORS SHALL BE SAME SPECIES AS EXPOSED VENEERS c. FACTORY SEAL ALL EDGES FACTORY SEAL ALL EDGES 8.3  HARDWARE AND SPECIALITIES: HARDWARE AND SPECIALITIES: : A. FURNISH: FURNISH: 1. ALL FINISH HARDWARE AND SPECIALTIES REQUIRED (EXCEPT AS SPECIFIED ALL FINISH HARDWARE AND SPECIALTIES REQUIRED (EXCEPT AS SPECIFIED UNDER WORK OF OTHER SECTIONS) 2. HARDWARE SCHEDULE AND KEYING CHART HARDWARE SCHEDULE AND KEYING CHART 3. TEMPLATES TO THE VARIOUS TRADES FOR ACCURATE SETTING AND FITTING TEMPLATES TO THE VARIOUS TRADES FOR ACCURATE SETTING AND FITTING 4. HARDWARE SCHEDULE HARDWARE SCHEDULE B.  MATERIALS:  MATERIALS: 1. FINISH HARDWARE SHALL BE AS CALLED FOR IN THE APPROVED FINISH HARDWARE SHALL BE AS CALLED FOR IN THE APPROVED HARDWARE SCHEDULE 2. MANUFACTURER'S SPECIFIED ARE USED FOR REFERENCE AS TO MANUFACTURER'S SPECIFIED ARE USED FOR REFERENCE AS TO CONSTRUCTION, QUALITY, UTILITY, AND ARRANGEMENT. OTHER MANUFACTURER'S OF EQUAL QUALITY, UTILITY, ETC. WILL BE ACCEPTABLE SUBJECT TO THE APPROVAL OF ARCHITECT 3. LOCKSETS AND LATCHSETS SHALL BE A MINIMUM 2 3/4" BACK SET LOCKSETS AND LATCHSETS SHALL BE A MINIMUM 2 3/4" BACK SET REGULAR WEIGHT (NOT RESIDENTIAL WEIGHT) UNLESS HEAVIER WEIGHT IS REQUIRED FOR SPECIAL APPLICATIONS SUCH AS HIGH TRAFFIC AND LABELED DOORS C.  ACCEPTABLE MANUFACTURER'S:  ACCEPTABLE MANUFACTURER'S: 1. SCHLAGE:  LOCKSETS & LATCHSETS SCHLAGE:  LOCKSETS & LATCHSETS 2. MCKINNEY:  HINGES MCKINNEY:  HINGES 3. NORTON:  CLOSERS NORTON:  CLOSERS 4. IVES:  HOLDERS, SILENCERS, STOPS IVES:  HOLDERS, SILENCERS, STOPS 5. QUALITY:  PUSH, PULL, KICKPLATES QUALITY:  PUSH, PULL, KICKPLATES D. FINISH: FINISH: 1. TO MATCH BUILDING STANDARD TO MATCH BUILDING STANDARD 2. USP PRIME COAT: BUTTS - H.M. DOORS USP PRIME COAT: BUTTS - H.M. DOORS E.  INSTALLATION:  INSTALLATION: 1. ALL LOCKSETS SHALL HAVE TWO (2) KEYS EACH. FURNISH (4) MASTER KEYS ALL LOCKSETS SHALL HAVE TWO (2) KEYS EACH. FURNISH (4) MASTER KEYS PER SET. DELIVER TO OWNER 2. FURNISH (6) CONSTRUCTION MASTER KEYS. (SEND REGISTERED MAIL TO FURNISH (6) CONSTRUCTION MASTER KEYS. (SEND REGISTERED MAIL TO PROJECT MANAGER OF GENERAL CONTRACTOR) 3. PROVIDE SILENCERS, GJ#64, FOR ALL HOLLOW METAL FRAMES, TWO FOR PROVIDE SILENCERS, GJ#64, FOR ALL HOLLOW METAL FRAMES, TWO FOR DOUBLE OPENINGS AND THREE FOR EACH SINGLE OPENING, EXCEPT EXTERIOR 4. WEATHERSTRIP FOUR SIDES OF EXTERIOR HOLLOW METAL DOORS. WEATHERSTRIP FOUR SIDES OF EXTERIOR HOLLOW METAL DOORS. MANUFACTURER SHALL BE ZERO WEATHERSTRIPPING CO, OR APPROVED EQUAL 5. KEYS - EACH KEY SHALL BE FACTORY CODED AND DIE STAMPED WITH ITS KEYS - EACH KEY SHALL BE FACTORY CODED AND DIE STAMPED WITH ITS FACTORY CODE, AND FACTORY TAGGED WITH CORRESPONDING CODE, ITEMS AND KEY SET SYSTEMS. KEYS SHALL BE NICKEL SILVER MATERIALS DIVISION 9 - FINISHES 9.1  GYPSUM BOARD SYSTEMS: GYPSUM BOARD SYSTEMS: : A. EXCEPT WHERE MANUFACTURER'S STANDARDS OR SPECIFIED REQUIREMENTS EXCEPT WHERE MANUFACTURER'S STANDARDS OR SPECIFIED REQUIREMENTS ARE MORE STRINGENT, FOLLOW INSTALLATION RECOMMENDATIONS AND DETAILS IN THE USG GYPSUM CONSTRUCTION HANDBOOK. B. AT ALL APPLICABLE PARTITION, WALLS, AND CEILINGS, WHICH ARE INDICATED AT ALL APPLICABLE PARTITION, WALLS, AND CEILINGS, WHICH ARE INDICATED OR REQUIRED TO BE FIRE-RATED, PROVIDE ASSEMBLIES WHICH ARE LISTED BY UNDERWRITERS LABORATORIES INC. OR FACTORY MUTUAL. C. EXCEPT AT EXTERIOR WALLS AND AT FIRE RATED ASSEMBLIES, PROVIDE 5/8 EXCEPT AT EXTERIOR WALLS AND AT FIRE RATED ASSEMBLIES, PROVIDE 5/8 INCH GYPSUM BOARD EACH SIDE.  INCLUDE CORNER BEADS, EDGE TRIM, AND OTHER TRIM UNITS NECESSARY FOR PROJECT CONDITIONS. D. PROVIDE MOLD & MOISTURE RESISTANT GYPSUM BOARD AT ALL AREAS PROVIDE MOLD & MOISTURE RESISTANT GYPSUM BOARD AT ALL AREAS SUBJECT TO MOISTURE.  PROVIDE GLASS MESH MORTAR UNITS (WONDERBOARD OR EQUAL) BELOW TILE AT ALL WET AREAS.  E. ALL GYPSUM BOARD WALLS SHALL BE TAPED & SPACKLED AND READY FOR ALL GYPSUM BOARD WALLS SHALL BE TAPED & SPACKLED AND READY FOR APPLICATION OF INTERIOR FINISHES. PROVIDE THREE COATS, SAND AND SPACKLE WORK SMOOTH BETWEEN COATS AND AFTER THIRD COAT. FEATHER JOINTS WITH SUCCESSIVE COATS TO PROVIDE A SMOOTH SURFACE. 9.2  PAINTING: PAINTING: : A. ALL EXTERIOR AND INTERIOR SURFACES WHICH ARE NOT FACTORY ALL EXTERIOR AND INTERIOR SURFACES WHICH ARE NOT FACTORY PRE-FINISHED SHALL BE PAINTED. INTERIOR PAINT SHALL BE EGGSHELL FINISH. B. PROVIDE FINISH COATS WHICH ARE COMPATIBLE WITH PRIME COATS USED.  PROVIDE FINISH COATS WHICH ARE COMPATIBLE WITH PRIME COATS USED.  PROVIDE MANUFACTURER APPROVED BARRIER COATS OVER INCOMPATIBLE PRIMERS, OR REMOVE AND REPRIME AS REQUIRED. C. NOTIFY ARCHITECT OF ANY ANTICIPATED PROBLEMS USING SPECIFIED COATING NOTIFY ARCHITECT OF ANY ANTICIPATED PROBLEMS USING SPECIFIED COATING SYSTEMS WITH SUBSTRATES PREPARED BY OTHERS. D. PREPARATION: PREPARE AND CLEAN EACH SUBSTRATE IN ACCORDANCE WITH PREPARATION: PREPARE AND CLEAN EACH SUBSTRATE IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.  REMOVE ELECTRICAL PLATES, HARDWARE, LIGHT FIXTURES TRIM, AND FITTINGS PRIOR TO PREPARING OR FINISHING SURFACES.  THESE ITEMS ARE TO BE CAREFULLY STORED, CLEANED, AND REPLACED ON COMPLETION OF WORK IN EACH AREA. E. APPLY COATING IN ACCORDANCE WITH COATING MANUFACTURER'S APPLY COATING IN ACCORDANCE WITH COATING MANUFACTURER'S INSTRUCTIONS AND USING APPLICATION METHOD BEST SUITED FOR OBTAINING FULL, UNIFORM COVERAGE OF SURFACES TO BE COATED. F. PAINTING SCHEDULE BELOW REFERS TO PAINTING PRODUCTS AS PAINTING SCHEDULE BELOW REFERS TO PAINTING PRODUCTS AS MANUFACTURED BY 'SHERWIN WILLIAMS', OTHER ACCEPTABLE MANUFACTURERS ARE 'BENJAMIN MOORE CO.', 'CON LUX', AND 'PPG'. APPLICATION SHALL BE BY BRUSH OR ROLLER. SPRAY APPLICATION ONLY UPON ACCEPTANCE BY ARCHITECT. EXTERIOR FERROUS METAL WORK (SEMI-GLOSS) PRIMER 1ST COAT 2ND COAT INTERIOR FERROUS METAL WORK (SEMI-GLOSS) PRIMER 1ST COAT 2ND COAT INTERIOR GYPSUM WALLBOARD  (EGGSHELL-FINISH LATEX) (EGGSHELL-FINISH LATEX) PRIMER  1ST COAT 2ND COAT INTERIOR WOOD    (SEMI-GLOSS) (SEMI-GLOSS) PRIMER 1ST COAT 2ND COAT CMU-CONCRETE MASONRY UNITS (EGGSHELL-FINISH) (EGGSHELL-FINISH) PRIMER 1ST COAT 2ND COAT 9.3 LUXURY VINYL  FLOOR TILE: LUXURY VINYL  FLOOR TILE: : A. LUXURY VINYL FLOOR TILE: PRODUCTS COMPLYING WITH ASTM F 1077 BY LUXURY VINYL FLOOR TILE: PRODUCTS COMPLYING WITH ASTM F 1077 BY ARMSTRONG, AZROCK OR APPROVED EQUAL. B. LUXURY VINYL FLOOR TILE: LUXURY VINYL FLOOR TILE: 1. CLASS: CLASS 1 (SOLID-COLOR TILE) CLASS: CLASS 1 (SOLID-COLOR TILE) 2. WEARING SURFACE: SMOOTH WEARING SURFACE: SMOOTH 3. THICKNESS: 1/8 INCH (3.2 MM) THICKNESS: 1/8 INCH (3.2 MM) 4. SIZE: 12 BY 24 INCHES (305 BY 610 MM) SIZE: 12 BY 24 INCHES (305 BY 610 MM) 5. COLORS AND PATTERNS: TO BE SELECTED BY ARCHITECT. COLORS AND PATTERNS: TO BE SELECTED BY ARCHITECT. 9.4 VINYL WALL BASE: VINYL WALL BASE: : A. VINYL WALL BASE: PROVIDE VINYL WALL BASE COMPLYING WITH THE VINYL WALL BASE: PROVIDE VINYL WALL BASE COMPLYING WITH THE FOLLOWING: 1. PRODUCTS: PROVIDE VINYL WALL BASE AS MANUFACTURED BY PRODUCTS: PROVIDE VINYL WALL BASE AS MANUFACTURED BY JOHNSONITE, INC., OR EQUAL PRODUCTS BY ONE OF THE FOLLOWING: a. ROPPE CORP. ROPPE CORP. b. MARLEY FLEXCO. MARLEY FLEXCO. 2. COLOR AND PATTERN: AS SELECTED BY ARCHITECT FROM COLOR AND PATTERN: AS SELECTED BY ARCHITECT FROM MANUFACTURER'S FULL RANGE OF COLORS AND PATTERNS PRODUCED FOR VINYL WALL BASE COMPLYING WITH REQUIREMENTS INDICATED. 3. STYLE: COVE WITH TOP-SET TOE. STYLE: COVE WITH TOP-SET TOE. 4. MINIMUM THICKNESS: 1/8" (3.2 MM) MINIMUM THICKNESS: 1/8" (3.2 MM) 5. HEIGHT: 6 INCHES (100 MM). HEIGHT: 6 INCHES (100 MM). 6. LENGTHS: COILS IN LENGTHS STANDARD WITH MANUFACTURER, BUT NOT LENGTHS: COILS IN LENGTHS STANDARD WITH MANUFACTURER, BUT NOT LESS THAN 96 FEET (29.26 M) 7. OUTSIDE CORNERS: PREMOLDED. OUTSIDE CORNERS: PREMOLDED. 8. INSIDE CORNERS: PREMOLDED. INSIDE CORNERS: PREMOLDED. 9. SURFACE: SMOOTH. SURFACE: SMOOTH. 9.5 CARPETING: FURNISH AND INSTALL ALL CARPET (GLUE DOWN INSTALLATION) AS CARPETING: FURNISH AND INSTALL ALL CARPET (GLUE DOWN INSTALLATION) AS  FURNISH AND INSTALL ALL CARPET (GLUE DOWN INSTALLATION) AS PER FINISH SCHEDULE.  PROVIDE CARPET BASE TO  MATCH THE CARPET AS SHOWN ON THE FINISH SCHEDULE. 9.6 ACOUSTICAL CEILINGS ACOUSTICAL CEILINGS A. FURNISH AND INSTALL THE FOLLOWING ITEMS: FURNISH AND INSTALL THE FOLLOWING ITEMS: 1. EXPOSED GRID SUSPENSION SYSTEMS, 2 X 4 FT WHERE INDICATED ON EXPOSED GRID SUSPENSION SYSTEMS, 2 X 4 FT WHERE INDICATED ON DRAWINGS. 2. "SQUARE LAY-IN" ACOUSTICAL PANELS IN EXPOSED GRIDS "SQUARE LAY-IN" ACOUSTICAL PANELS IN EXPOSED GRIDS 3. ANY SPECIAL ARRANGEMENT OF HANGERS, CHANNELS AND SUSPENSION ANY SPECIAL ARRANGEMENT OF HANGERS, CHANNELS AND SUSPENSION MEMBERS TO ACCOMMODATE LIGHTING FIXTURES, REGISTERS, DIFFUSERS, ETC AS REQUIRED. B. ACCEPTABLE MANUFACTURERS: ACCEPTABLE MANUFACTURERS: 1. SUSPENSION SYSTEMS: SUSPENSION SYSTEMS: a. USG INTERIORS USG INTERIORS b. ARMSTRONG CEILINGS ARMSTRONG CEILINGS c. CELOTEX CELOTEX d. AN APPROVED EQUAL AN APPROVED EQUAL 2. ACOUSTICAL MATERIALS: ACOUSTICAL MATERIALS: a. ARMSTRONG ARMSTRONG b. CELOTEX CELOTEX c. JOHNS-MANVILE JOHNS-MANVILE d. UNITED STATES GYPSUM UNITED STATES GYPSUM e. AN APPROVED EQUAL AN APPROVED EQUAL 3. NOTE: SUBSTITUTION OF ANOTHER MANUFACTURER'S PRODUCT FOR A NOTE: SUBSTITUTION OF ANOTHER MANUFACTURER'S PRODUCT FOR A PROPRIETARY ACOUSTICAL MATERIAL SPECIFIED HEREIN IS SUBJECT TO THE ARCHITECT'S APPROVAL. IT MAY BE DETERMINED BY THE ARCHITECT THAT NO OTHER MANUFACTURER'S ACOUSTICAL PRODUCT IS ACCEPTABLE. C. SUSPENSION SYSTEMS SUSPENSION SYSTEMS 1. STEEL EXPOSED TEE GRID - SIMILAR AS APPROVED TO ARMSTRONG STEEL EXPOSED TEE GRID - SIMILAR AS APPROVED TO ARMSTRONG PRELUDE EXPOSED TEE SYSTEM  D. ACOUSTICAL UNITS ACOUSTICAL UNITS 1. "ULTIMA" BEVELED TEGULAR ACOUSTICAL PANELS "ULTIMA" BEVELED TEGULAR ACOUSTICAL PANELS a. FS SS-S-118B FS SS-S-118B b. TYPE: IV (MINERAL FIBER COMPOSITION) TYPE: IV (MINERAL FIBER COMPOSITION) c. PATTERN: E - FINELY PERFORATED PATTERN: E - FINELY PERFORATED d. CLASS - 25 CLASS - 25 e. PERFORMANCE: PERFORMANCE: SOUND TRANSMISSION CLASS (STC): 35, ASTM E90 NOISE REDUCTION CLASS (NRC): .70, ASTM C423 LIGHT REFLECTANCE: .089, LR GRADE 1, 1 523 2. SIZE (NOMINAL): 3/4" THICK BY 2 x 4 FEET OR AS SCHEDULED ON SIZE (NOMINAL): 3/4" THICK BY 2 x 4 FEET OR AS SCHEDULED ON DRAWINGS 3. FINISH: WHITE, FACTORY APPLIED FINISH: WHITE, FACTORY APPLIED EDGE: BEVELED TEGULAR 
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